ﬁ" FLANGED PIPET®

NUCLEAR

CL 150
CL 300

CL 400 & 600  — %
CL 900 & 1500

45° FLANGED PIPET

Outlet Flange  Flange Bolt No. Bolt

cl_ 25“0 Size A 0.D. Thik. Circle of Holes Hole
6 ; 4 i

34 6 3.88 50 | 275 4 62

2 1 6 4.5 56 | 3.12 4 62

= R 6 462 62 | 350 4 62

1172 6 5.00 69 | 388 4 62

2 6 6.00 75 | 475 4 75

172 6 3.75 56 | 262 4 62

34 3 462 62 | 325 4 75

= 1 6 488 69 | 350 4 75

= KL 6 5.25 75 | 388 4 75

1172 6 6.12 81 | 450 4 88

2 6 6.50 88 | 500 8 75

12 6 3.75 56 | 262 4 62

S MR 6 462 62 | 325 4 75

o 1 3 488 69 | 350 4 75

S B 6 5.25 8 3.88 4 75

= 6 6.12 88 | 450 4 88

2 6 6.50 700 | 500 8 75

o 2 6" 475 88 | 3.5 4 88

S WKL 6" 592 700 | 350 ) 88

= 1 6* 5.88 112 | 4.00 4 1.00

e R 6* 6.25 112 | 438 4 1.00

= 112 6* 7.00 125 488 4 T2

= 2 9 8.50 150 | 650 8 1.00

1/2 6* 5.25 119 | 350 4 88

N /A 6" 5.50 125 | 3.75 4 88

= 1 6* 6.25 138 | 4.25 4 1.00

N EEEE 6* 7.25 150 | 512 4 1.12

© R 9 8.00 175 | 5.75 4 1.25

2 9 9.25 200 | 6.75 8 112

NOTES: Flange dimensions and tolerances are in accordance with published flange
standards (ASME B16.5, APIGA, etc.) Available in all standard facings
Outlet sizes greater than 2" NPS are available upon request.
“AR” dimensions other than 6" are available upon request.
Flange thickness for Class 150 and Class 300 include 1/16" raised face.
Flange thickness for Class 600, 1500 and 2500 does not include 1/4" raised face.
Available under MIL-1-45208 and ASME Section Il Quality Programs.

*For 1500 and 2500 Class when used as a Lateral Pipet or Elbo Pipet, the flange diameter
may cause interference with the run pipe. For that reason in these products, WFI offers a
standard “A” dimension of 9". If a shorter “A” dimension is required, it is recommended that

you contact WFI.



