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B-1 Bosser Comhination Socket-Weld & Threaded Boss
NPT Outlet Size
| 3000 LB
T j % 6000 LB DN 15 20 32 40
| 12 3/4 11 1172
A 50.8 50.8 63.5
l ¥ ) 2 21/2
v | & N 17.9 23.4 29.4 37.7 437 56.0
e i +| 45/64 | 59/64 | 15/32 | 131/64 | 123/32 | 213/64

B-1-F BosSET  comnination Socket-Weld & Threaded Insert Type Boss
T P Outlet Size
— goooLe DN 15 20 32 40 50
T NPS 12 3/4 11 1172
A 50.8 50.8 63.5
l . 2 2 212
V7 ! 17.9 23.4 29.4 37.7 437 56.0
Lw‘ 45/64 | 59/64 | 15/32 | 131/64 | 123/32 | 213/64
PLue for Combination Socket-Weld & Threaded Boss
Outlet Size
3000 LB
T 6000 LB 15 20
: 12 3/4
NPT 46.0
} == 113/16
213 26.7 334 422 483 60.3
> 840 1.050 | 1.315 | 1660 | 1.900 | 2.375
B-2 Bosser Socket-Weld Boss
Outlet Size
3000 LB
E S— gooos DN 15 20
[ 2 NPS 12 34
A A 65.1 65.1 65.1
l é 4" 3000 LB 112 | 2 2 2 2 | 2112
L A 65.1 65.1 65.1 65.1 65.1 85.7
L i) 6000 LB 2 2 2 2 2 33/8
H BRANCH PIPE 1.D.

« Designed in accordance with ANSI B16.11

* Available in Class 3000-6000-9000-10000

* Available in over 60 different materials

« A weld-on connection in socket-weld, threaded or combination threaded and socket-weld designs

* Forty different designs and combinations available. Please contact WFI for further details or visit our
web site at www.wfi-intl.com.
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