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OutletSizz Dimensions Ao, Weight OutietSize Dimensions A, Weigt
Inchies A ] c* Pounds Inches A B c* Pounds
1/8 5/8 7/8 0.269| 0.08 1/8 5/8 7/8 0.215| 0.10
1/4 5/8 7/8 0.364| 0.08 1/4 5/8 7/8 0.302| 0.10
3/8 3/4 1 0.493| 0.10 3/8 3/4 1 0423 0.10
1/2 3/4 1-1/8 0.622| 0.12 1/2 3/4 1-1/8 0546 0.12
3/4 7/8 1-1/2 0.824| 0.22 3/4 7/8 1-1/2 0.742| 0.18
1 1-1/16 | 1-13/16 | 1.062| 0.32 1 1-1/16 [1-13/16 | 1.062| 0.36
1-1/4 |1-1/4 | 2-1/4 1.38 0.64 1-1/4 |1-1/4 | 2-1/4 1.278| 055
1-1/2 | 1-5/16 |2-9/16 1.625| 0.78 1-1/2 | 1-5/16 |2-9/16 1.625| 0.68

2 1-1/2 [3-516 | 2313] 1.14 2 1-12 |3-516 | 2313] 1.24

[—1]
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= 2-1/2 |1-5/8 |3-21/32 | 2.500| 1.94 ."?1 2-1/2 |1-5/8 [3-21/32 | 2.500) 2.26
= 3 1-3/4 | 4-9/32 3425 260 g 3 1-3/4 | 4-9/32 3.125| 284
= 3-1/2 |1-7/8 |5 3.548| 4.45 E 3-12 |1-7/8 |5 3.364| 4.96
- 4 Z 5-3/8 4145| 412 4 2 5-3/8 4145| 4.56
6 2-3/8 | 7-21/32 | 6.112] 11.00 6 3-116 |7-21/32 | 5.800| 15.00
8 2-3/4 | 9-3/4 7.981| 18.00 8 3-7/8 |9-3/4 7.625| 28.66
10 3-1/16 |12 10.020| 27.22 10 3-11/16| 12 9.750| 36.19
i 3-3/8 | 14-1/4 |12.000] 44.00 12 4-116 |14-1/4 | 11.750| 67.00
14 3-1/2 | 15-1/2 |13.250| 56.00 14 3-15/16|15-1/2 | 13.000| 72.25
16 3-11/16| 17-5/8 | 15.250| 76.00 16 4-3/16 |17-5/8 |15.000/102.10
18 3-13/16|19-3/4 | 17.250| 97.00 18 4-3/8 [19-3/4 |17.000/129.75
20 4 21-7/8 | 19.250/120.00 20 4-11/16| 21-7/8 | 19.000| 165.85
24 4-9/16 | 26 23.250| 194.61 24 5-1/2 |26 23.000{262.10
26 4-11/16| 28-7/16 | 25.250(230.90 26 5-3/4 | 28-7/16 | 25.000| 315.67
30 |5-3/8 |32-58 |29.250|335.23 Larger outlet sizes availabe on apalication

36 5-3/8 | 38-15/16| 35.250( 477.50
Larger outlet sizes availahle on application

Each outlet size listed is available to fit any run curvature.
BW Ends per B16.9 and B16.25. Design per MSS-SP-97.

RUN PIPE SIZES Outlet sizes 6" and less fit a number of run pipe sizes, and the fittings are marked
accordingly. See page 30 for Pipet Consolidation Chart.
SCHEDULES Standard Weight Fittings are the same as schedule 40 fittings through 10". A schedule 40 Butt-Weld Pipet for
sizes 12" and larger is available. Dimensions and prices on application. Extra Strong Fittings are the same as
schedule 80 fittings through 8". A schedule 80 Butt-Weld Pipet for sizes 10" and larger is available. Dimensions and prices
on application. Pipe schedule numbers and weight designations are in accordance with ASME B36.10.
FLATS A flat Butt-Weld Pipet fitting for use on welding caps, elliptical heads and flat surfaces is available.
ORDERING When ordering a fitting, see page 4.

Although every attempt has been made to insure that the information contained in these tables is correct, WFI reserves the right to change the
“B” and “C” dimensions as deemed necessary.

*The "C" dimension represents the waterway dimension of the fitting and does not include the minimal taper and radius required for
manufacturing purposes. Installation holes in header should be based on actual fittings.
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